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  Current practices in landfills for municipal solid waste (MSW) in Ho Chi Minh City 
(HCMC) were reviewed. Results show that waste generation rate of HCMC's 6 million 
residents was more than 6,000 ton day-1 in 2003, but waste collection was only about 
4,800 ton day-1. The MSW generation rate was 0.5-1.0 (0.74 in average) kg capita-1 day-1. 
Public service companies of local district municipalities collect household waste, waste 
from streets, markets, and public parks and from rivers and canals. The city 
environmental company transports solid waste from waste stations and operates final 
disposal sites. Dong Thanh (43 ha), Go Cat (25 ha), and Tam Tan (45 ha) landfills are the 
three main landfill sites in HCMC. Of them, only Tam Tan landfill is now in use for 









Dong Thanh dumping site receives construction waste and bio-solid waste from septic 
tank. Dong Thanh, Go Cat, and Tam Tan landfills generate leachate of 600, 400, and 500 
m3 day-1, respectively and much more during the rainy season, polluting areas near 
landfills. Gas emission is also causing troubles in the neighbor area. Leachate shows 
high organic matter contents, dark color, and odor attributable to the digestion of the 
high biodegradable organic fraction in the waste. By 2020, three sanitary landfills are 
scheduled for construction, including a new area of Tam Tan (822 ha), Da Phuoc (256 
ha), and Thu Thua (1,760 ha). Strategies to improve the landfill operation are discussed 
for sustainable development of HCMC.

























































































0.5 〜 32.3kgの廃棄物を排出していると試算されている（Trung and Kumar, 2005）。
　表１はホーチミン市の各地区における都市廃棄物発生量を示す。廃棄物発生量は一人一
日当たり0.5 〜 1.0（平均0.74）kgであった。これらの値は都市化の進んでいない２区，７区，






















































（kg 人 -1 日 -1）
1 区 232,186 230 0.99
2 区 113,727 79 0.70
3 区 223,274 189 0.85
4 区 202,415 187 0.92
5 区 211,809 187 0.89
6 区 267,769 237 0.89
7 区 143,035 84 0.59
8 区 352,158 294 0.84
9 区 164,891 104 0.63
10 区 250,189 229 0.92
11 区 248,976 220 0.88
12 区 227,930 117 0.51
Phu Nhuan 区 184,987 172 0.93
Binh Thanh 区 413,705 354 0.86
Tan Binh 区・Tan Phu 区 680,040 448 0.69
Go Vap 区 406,087 203 0.50
Thu Duc 区 247,698 144 0.58
Hoc Mon 区 220,337 140 0.64
Nha Be 県 68,856 54 0.78
Binh Chanh 県・Binh Tan 県 440,083 225 0.51
Cu Chi 県 265,857 226 0.85
Can Gio 県 64,183 48 0.75
合計 5,630,192 4,171 0.74










よ う で あ る（Stephen, 2007, 









































その他（電池，電球 , など） 1.27














































































































乾期（2002 年 2 月） 雨期（2002 年 8 月）
pH 6-8.24 7.79-8.26
全溶存物質（g l-1） 13.2-15.9 11.4-15.8
硬度（gCaCO3 l
-1） 0.7-6.1 0.4-2.5
浮遊物質（mg l-1） 243-3,270 447-793
COD（g l-1） 8.6-65.3 7.1-22.9
BOD（g l-1） 4.4-33.6 2.6-12.8
全窒素（mg l-1） 1,804-2,783 1,683-2,637
全リン（mg l-1） 9.6-42.2 18.8-23
Ca2+（mg l-1） 187-1,844 40-454
Mg2+（mg l-1） 81-405 40-340
Fe（mg l-1） 89-710 95-134
Center of Environmental Technology and Management, 2003.
表４．DongThanh処分場の浸出水組成
乾期 雨期
2003 年 11 月 2004 年 4 月 2004 年 5 月 2004 年 8 月
pH 4.8 6.2 5.6 6.5 7.6 7.9 7.8 8.6
全溶存物質（g l-1） 7.3 12.2 18.3 20.7 9.1 11.1 9.4 16.1
硬度（g-CaCO3 l
-1） 5.8 9.7 5.7 8.1 1.5 1.9 0.6 1.5
浮遊物質（g l-1） 1.8 4.3 0.8 6.7 0.2 0.2 0.1 0.2
BOD（g l-1） 30.2 48.4 39.0 48.5 1.0 1.9 0.8 2.7
COD（g l-1） 39.6 59.8 50.6 57.3 1.4 2.7 1.1 4.0
BOD/COD 0.76 0.81 0.77 0.85 0.70 0.70 0.73 0.68
全窒素（mg l-1） 560 900 980 1,800 400 550 300 380
有機態窒素（mg l-1） 250 410 300 790 30 160 50 140
NH4
+-N（mg l-1） 250 430 580 1,550 370 390 230 320
NO2
--N（mg l-1） 0 2 0 2 0 2 0 2
NO3
--N（mg l-1） 0 5 0 5 0 5 0 5
全リン（mg l-1） 12.5 17.1 29.3 32.9 4.7 9.5 5.2 12
























処分場の建設場所の選択であった。2002年までに，Tam Tan処分場（Cu Chi県Phuoc 
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